
GARAGE AND SHED BUILT IN FLOOD PLAIN 
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FLOOD SCREEN OPENING (1 SQ. INCH PER SQ. FT. FLOOR AREA) 
 
1/2” ANCHOR BOLTS  @ 48” O.C. 
 
C.C.A. BOTTOM PLATE 

EXISTING GRADE MUST BE DETERMINED 
BEFORE THE PERMIT IS ISSUED. 
 
NOTE:  THIS IS A MINIMUM DETAIL DESIGNED PER 
REQUIREMENTS OF THE LINCOLN MUNICIPLE CODE 
SEC. 27.55 (B) AND (D), FEMA TECH.  BULLETIN 7-93, 
AND THE NATIONAL FLOOD INSURANCE PROGRAM 
REGULATIONS. 
 
IMPORTANT: 
Electrical, heating, ventilation, plumbing and air-conditioning 
equipment and other service facilities shall be elevated at 
least one foot above the base flood elevation per Section 
27.55.030 (3) LMC 

BASE FLOOD 
ELEVATION 

2X4 STUDS S.P.F. # 2 OR BETTER 
@ 16” O.C. (REQUIRED) 

EXTERIOR 
GRADE 

12” MAX. 

8” 

FINISH FLOOR LINE 

• ALL MATERIAL EXPOSED TO FLOOD WATER MUST BE DURABLE, 
RESISTANT TO FLOOD FORCES AND RETARDANT TO DETERIORATION 
CAUSED BY REPEATED EXPOSURE TO FLOOD WATER. 

• APPROVED MATERIALS INCLUDE: 
o MASONRY 
o PRESSURE TREATED OR NATURALLY DECAY RESISTANT WOOD 
o GALVANIZED STEEL 


